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23' 7 1/2" ±1/4"
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FLAT WASHER TOP AND BOTTOM

DRAINAGE SLOT IN GROUT
IS REQUIRED UNDER
EACH TOWER LEG.

FLANGE PLATE

GROUT

FOUNDATION

ANCHOR BOLT

ADJUSTING NUT

DOUBLE NUT TOP SIDE

(NOT SUPPLIED WITH TOWER)

16 REQUIRED GALVANIZED ANCHOR BOLTS ASTM-A307
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AND DETAILS
FOUNDATION PLANS
TOWER AB-1368/F

.

1 1/2"

TOLERANCE BETWEEN ANCHOR BOLT GROUPS SHALL BE ±1/4".
TOLERANCE ON ANCHOR BOLT GROUPS SHALL BE ±1/16"

9.  TOPS OF FOUR TOWER PIERS SHALL BE LEVEL WITHIN 1/4".

8.  GROUT SHALL BE "EMBECO" 713 GROUT (NON-SHRINK)

2.  WORK SHALL BE IN ACCORDANCE WITH LOCAL CODES, SAFETY REGULATIONS,

1.  FOOTING DESIGNED FOR AN UPLIFT SAFETY FACTOR OF 2. MAXIMUM BEARING

7.  EXPOSED EDGES OF CONCRETE SHALL BE CHAMFERED 3/4" X 3/4" MINIMU.

FORCEMENT SHALL NOT EXCEED 3" NOR BE LESS THAN 2".

6.  CONCRETE COVER FROM TOP OF FOUNDATION TO ENDS OF VERTICAL REIN-

5.  REINFORCEMENT SHALL BE DEFORMED AND CONFORM TO THE REQUIREMENTS OF 

RESISTANCE TO LOCAL ANTICIPATED AGGRESSIVE ACTIONS INCLUDING FREEZING

INSTALLATION METHOD UTILIZED AND SHALL RESULT IN DURABLE CONCRETE FOR
4.  PROPORTIONS OF CONCRETE MATERIALS SHALL BE SUITABLE FOR THE 

ELOPE A MINIMUM COMPRESSIVE STRENGTH OF 3,000 PSI IN 28 DAYS.
MENTS FOR EXPOSED STRUCTURAL CONCRETE AND SHALL DEV

3.  CONCRETE MATERIALS SHALL CONFORM TO THE APPROPRIATE STATE REQUIRE-

ING CODE REQUIREMENTS FOR REINFORCED CONCRETE".
AND UNLESS OTHERWISE NOTED THE LATEST REVISION OF ACI 318, "BUILD-

PRESSURE BASED ON 4000 PSF. SOIL CONDITION.

INSTALLED PER MANUFACTURER'S INSTRUCTIONS AFTER TOWER ERECTION.
3/4" EXPANSION ANCHOR BOLT W/ 5" EMBEDMENT LENGTH

3' 4"

CL

OR APPROVED EQUIVALENT.

ASTM A615 GRADE 60.

AND THAWING.
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ANGULAR

N/A±

FRACTIONAL

N/A
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±

(EXCEPT AS NOTED)

TOLERANCES

DECIMAL

SWAGER COMMUNICATIONS INC.
ANGOLA, INDIANA 46703

- ELECTRONIC RESTORATION 7/22/98 T.S.

33' 4 15/16" ±1/4"

FOR 27', 47', 67' TOWER

FOR 37', 57', 77' TOWER
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