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cust omer  i nst al l  pol e

used by ver t i cal  pol ar i zat i on i nst al lbol t  M12 130
f l at  washer  12,
f l exi bl e washer  12
nut  M12( ecah 2pcs)

bol t  ×
f l at  washer 12，
f l exi bl e washer  12
nut each pcs

bol t  M10× 30
nut  M10, f l at  washer 10
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l i nk of  t he adj ust i ng pol e

i nst al l  cl amp of  t he adj ust i ng pol e
bol t  M12 130
f l at  washer  12,
f l exi bl e washer  12
nut M12( each 2pcs)

cl amp 3 pcs

f l at  washer 16，
f l exi bl e washer 16

nut M16（each 2pcs）

bol t  M12 130
f l at  washer  12,

f l exi bl e washer 12
nut M12( each 2pcs)

cl amp 1 pcs

suppor t i ng f r ame

 
 
 
 

 
 

Clamp installs sketch 
 
  

 
 
 
 

   
 
 
 
 
 
 
 

 

 

 

 

Attention: 

1、 When you install the fed source, you shall make the polarization direction of the 
feed source parallel with the reflect grid of the parabolic, then lock the fed source 
with the two bigger retaining nuts which in the fed source. 

2、  The diameter of the customer install pole shall be Φ50-Φ114. 
 
 
 


