
DBXGKC-6565C-VTM
DualPol® Dual Band with Internal Crossband Coupler Antenna

Each antenna is independently capable of field adjustable electrical down tilt

Fully compatible with Andrew Teletilt® remote control antenna system

Interlaced dipole technology - Integrated Crossband Coupler

Provides two independent dual pol antennas under one low profile radome

ELECTRICAL

Frequency (MHz) : 870 - 960 1710 - 1880
Polarization : ±45° ±45°
Gain (dBd/dBi) : 14.9/17 15.7/17.8

Azimuth BW (Deg.): 65 65
Elevation BW (Deg.): 7.5 5
Beam Tilt (Deg.): 0-8 0-6
USLS* (dB) : 15 15
Front-To-Back Ratio* (dB) : 26 30
Isolation (dB) : >30 >30
VSWR : <1.5:1 <1.5:1
PIM3 @ 2 x 20w (dBc) : -150 -150
Max. Input Power (Watts) : 250 250
Impedance (Ohms) : 50 50
Lightning Protection : DC Ground DC Ground

Weight : 21.7 kg (48 lb)
Dimensions (LxWxD) : 2,573 x 274 x 137 mm

(101.3 x 10.8 x 5.4 in)
Max. Wind Area : 0.35 m² (3.8 ft² )
Max. Wind Load (@ 100 mph) : 960.7 N (216 lbf)
Max. Wind Speed : 201 km/h (125 mph)
Hardware Material : Galvanized Steel
Connector Type : 7-16 DIN - Female

(2, Bottom)
Color : Off White
Standard Mounting Hardware : 600899A-2

AWE-A12WeatherShield™  Enclosure:
(Must order separately)

MECHANICAL
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* - Indicates Typical 

Information correct at date of issue but may be subject to change without notice.
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